
For:

ZM GRAPHICS • 214-906-4162 • carol@zmgraphics.com
(c) 2007, ZM Graphics    Usage: Unlimited within Emerson & Fisher

File name:

Placed file(s):

For page:

Updated by:

GCG, 817-332-4600

Last updated:

Fisher Tank / Emerson

Production notes: 

2007 FISHER-Sanitary.eps
SR5
SR8

Carol Zuber-Mallison
09/02/2007

Supply Steam In

WFI
Distribution

Tank

WFI Loop

Take Off Points

Pure Steam Main Line

Pump

Temperature
Control Points 

Feed
Water

In

Condensate Out

Waste Out

SR8

SR8

SR5

Sanitary application Map

Features

   • Designed exclusively for use
   in clean/sterile environments
   • Superior flow performance   
   and accuracy
   •  Suitable for clean-in-place 
   (CIP) and sanitize-in-place 
   (SIP) systems
   • Self-draining design
   •  Tri-clamp® end connections
   •  Designed to meet 3A®, 
   ASME BPE, and European 
   Hygienic Equipment 
   Design Group Criteria

© 2008 Fisher Controls International, LLC.  All rights reserved.  Printed in the U.S.A.
Fisher, Emerson Process Management, and the Emerson Process Management design are marks of one of the 
Emerson Process Management group of companies.  All other marks are the property of their respective owners.

D
35

13
56

X
01

2


